Rehabilitation Standards – Umpqua CDC 2008
Sanitary Facilities
· The dwelling unit must include its own bathroom with a flush toilet, a fixed basin with hot and cold running water, and a shower or tub with hot and cold running water, all in property operating condition. Bathroom areas must have at least one operable window or other adequate exhaust ventilation.

· Where a bathroom floor shows signs of moisture damage or rot, it must be replaced with a non‑permeable surface.

· Where a bathroom wall area shows signs of moisture damage or rot it must be replaced with a non‑permeable covering. The most common rot problem behind a tub will be corrected with a tub enclosure kit.

Food Preparation and Refuse Disposal

The dwelling unit shall contain the following equipment in proper operating-condition:

· Cooking stove or range and a refrigerator of appropriate size for the unit, supplied by either the owner or the family.

· Kitchen sink with hot and cold running water that drains into an approved public system.

· Adequate space for the storage, preparation, and serving of food must be provided.

Space and Security

· A living room, kitchen area, and bathroom must be present; and the dwelling unit must contain at least one sleeping or living-sleeping room of appropriate size for each two people. Exterior doors and windows accessible from outside the unit must be lockable.

· Room sizes must be in accordance with the following standards for the subdividing of existing spaces or for the construction of new rooms:

· Every dwelling unit must have at least one room, which must have a minimum 120 square foot floor area.

· Other habitable rooms, except kitchens, must be a minimum of 70 square feet in size.

Thermal Environment

Every dwelling unit must be provided with heating facilities capable of maintaining a room temperature of 70o F in all habitable rooms. Un-vented room heaters that burn gas, oil, or kerosene are unacceptable.

Illumination and Electricity

Living and sleeping rooms must include at least one window. A ceiling or wall type light fixture must be present and working in the bathroom and kitchen area. At least two electric outlets, one of which may be an overhead light, must be present and operable in the living area, kitchen area, and each bedroom area. Electrical wiring systems that pose a threat to human safety will be repaired.

Structure and Materials

Ceilings, walls, and floors must not have any serious defects such as severe bulging or leaning, large holes, loose surface materials, severe buckling, or noticeable movement under the walking area, missing parts, or other serious damage. The roof structure must be firm and the roof must be weather tight. 

The exterior wall structure and surface must not have any serious defects such as leaning, buckling, sagging, cracks or holes, loose siding, or other serious damage. The condition and equipment of interior and exterior stairways, halls, porches, walkways, and so on, must not present a tripping or falling danger.

Interior Air Quality

The dwelling unit must be free from dangerous levels of air pollution from carbon monoxide, sewer gas, fuel gas, dust and other harmful air pollutants. Air circulation must be adequate throughout the unit.

Lead Based Paint

The dwelling unit must be in compliance with HUD Lead Used Paint regulations, 24CFR, Part 35 issued pursuant to the Lead Based Paint Poisoning Prevention Act, 42 U.S.C. 4801. The use of lead based paint in conjunction with physical repairs or remodeling of dwelling units is not allowed. If the housing unit to be rehabilitated was built prior to 1978, program staff will inform the homeowner of the requirements of the program and the decision will be made to either test for the presence of lead based paint or assume that lead based paint is present.  If testing reveals lead based paint is present, or if it has been assumed to be present, program staff will prepare the work write up instructing contractors to use lead-safe work practices and confirm that the contractors bidding are qualified to do so.  Once work is complete, program staff will order and receive lead clearances prior to final payment of the contractor.

Access

· The dwelling unit must be usable and capable of being maintained without unauthorized use of other private properties.

· All buildings or portions thereof must be provided with approved exits and exit ways.

· Every sleeping room must have at least one operable window or exterior door approved for emergency escape or rescue.

Sanitary Conditions

The unit and its equipment must be free of vermin or rodent infestation.

Foundation

All structures must have a permanent foundation of concrete, block, or masonry. Properly treated wood foundations may be permitted with the approval of staff.

Drainage

· Drainage must be provided for yards and the open space of each property, which will accomplish the immediate diversion of water away from buildings. Standing water in crawl spaces must be eliminated.

· Each building must have a controlled method to dispose of water from roofs to prevent damage to the property. Gutters and downspouts must provide an adequate method of diverting water away from the building.

Fire Protection

· Each dwelling unit must have at least one smoke detector on each floor level and one in each bedroom.

· Interior finish materials of walls partitions (fixed or movable), floors, ceilings, and interior trim must not be subject to excessive surface flame spread, or in burning must not give off excessive amounts of smoke or toxic gases.

